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· High precision and reliable assembly method realize very stable characteristics.
· State of polarization can be managed on request.
· Compatible with industry standard connectors.
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· High speed(10Gbs/40Gbs) Telecommunication.
· Interferometric Sensors
· Coherent Telecommunications
· FOG(Fiber Optic Gyroscope)
· LDV(Laser Doppler Velocimeter)
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Characteristics

PC

APC

Fiber Type

PANDA structure standard

Insertion Loss

Typ.(dB)

0.9

1.0

Max.(dB)

0.9

1.0

Extinction ratio

Min.(dB)

22

Typ.(dB)

25

Return Loss

≥ 50dB

≥ 60dB

Operating 
temperature stability

- 25 ℃ ~ + 70 ℃ 
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Connector 
Type / End 
Shape(A & B)
Axis
Fiber
Length 
Wave 
Legnth
Boot 
Color
Cord 
Dia
(mm)

X
Housing 
color

XX
Width 
of key

S:SC
F:FC

S:SPC
U:UPC
A:APC

X : Fast Axis
Y : Slow Axis

1~3m

85 : 850nm
13 : 1310nm
15 : 1550nm

B : Blue 
G : Green
G : (APC)

09 : 0.9 
30 : 3.0 

B:Blue(PC)
G:Green(APC)
* Only SC Type

N:2.09mm~2.14mm
R:1.97mm~2.02mm
* Only FC type




